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DXBH-200

The DXBH-200 reciprocating pump is a horizontal triplex single-acting piston pump
driven by a hydraulic motor. Itis primarily designed for use with 20-ton trenchless drilling rigs
but can also be employed in other applications such as grouting, mine drainage, long-dis-
tance water delivery, geological exploration, and more.Featuring stepless speed regulation
via a hydraulic motor, this pump adapts to drilling and pullback operations of varying bore-
hole diameters. Its design incorporates innovative concepts, advanced structures, new mate-
rials, and modern manufacturing techniques, resulting in a compact, lightweight, and aes-
thetically pleasing unit.Key components—including the pump body, crankshaft, connecting
rod, crosshead, pump head, and related parts—are highly standardized and modularized for
easy installation and maintenance. The pump boasts extended service life for wear-prone
components and high operational reliability.

Horizontal triplex reciprocating single acting piston pump

Stroke(mm) 60
Cylinder diameter(mm) l 70
Pump speed(r/min) 145~290
Flow(L/min) | 100~200
Pressure(Mpa) 8~4
Input power(Kw) | 15.4
Dimensions(mm) 824 x 748 x 707
Weight(kg) ] 275
Motor model BD1-175~90 3H
Hydraulic motor pressure(Mpa) | 20
Maximum motor flow(L/min) 90

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXBH-200 Outline Dimension Drawing
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DXBH-200/7

The DXBH-200/7 reciprocating pump is a horizontal triplex single-acting piston pump driven by
a hydraulic motor. It is primarily designed for use with trenchless drilling rigs of around 20 tons,
and can also be applied in grouting, mine dewatering, and long-distance water supply
applications. The pump is adaptable to different borehole diameters and pullback operations.
The design incorporates new concepts, structures, materials, and processes, resulting in a
compact, lightweight, and aesthetically pleasing unit. The pump body, crankshaft, connecting
rod, crosshead, pump head, and related components are designed with high series and
interchangeability for easy installation and maintenance. It features long wearing part life and
high reliability.

Horizontal triplex reciprocating single acting piston pump

Stroke (mm) 60
Cylinder Diameter (mm) 70
Flow Rate (L/min) 160 200
Pressure (MPa) 7
Input Pump Speed (r/min) 232 290
Input Power (kW) 29
Dimensions (mm) 805X730X615
Weight (kg) 275
Hydraulic Motor Model LM1-90
Hydraulic Motor Pressure (MPa) 25
Motor Displacement (ml/r) 85

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.

DXBH-200/7 Outline Dimension Drawing
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DXBH-300 (Hydraulic Motor Driven) DXBH-300 Outline Dimension Drawing
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The DXBH-300 reciprocating pump is a horizontal triplex reciprocating single-acting piston : 970
pump, which is driven by a double displacement hydraulic motor. It is mainly used in 3=
conjunction with non-excavation drilling machines of about 25 tons, and can also be used for RC3”
other purposes such as grouting, mine drainage, and long-distance water delivery. The pump B
has two flow rates and two pressures, and the shift operation is achieved by remote adjustment ==

appearance, easy to install and maintain, with a longer life span for vulnerable parts and stable
performance.

Horizontal triplex reciprocating single acting piston pump
S

of the hydraulic motor flow rate, which changes the traditional manual shift operation mode. T \7‘| I l 1
The pump adopts new concepts and new structures; it is compact in structure, beautiful in |

@_@\

@_m

troke (mm) 75 = ] @]
Cylinder diameter (mm) 80 o ok =]
Flow (L/min) 300 ~ 150 & @_\gj d
Pressure (MPa) 4 ~ 8 I o = il H
Input speed (r/min) 895 ~ 448 o~N T/ ﬁ-m-ul
Input power (KW) 24 '... iV 11K Wi
Dimensions (mm) 970 x 820 x 880 - :
Weight (kg) 380 -
Hydraulic motor model BD1 175~90 Pre-installed port M18x1.5 : .
Hydraulic motor pressure (MPa) 21 Pre-installed plug ;Wmfgmmms
Maximum motor flow (L/min) 88 m]

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXB-300/8 (Hydraulic Motor Driven)

The DXB-300/8 reciprocating pump is a horizontal triplex reciprocating single-acting
plunger pump, driven by a hydraulic motor. It is mainly used for tunnel drilling rigs, trenchless
drilling rigs, and can also be used for other purposes, such as grouting, mine drainage, and
long-distance water delivery. The pump can adjust the flow rate by remotely adjusting the
hydraulic motor flow, and can also be equipped with a variable motor, changing the traditional
manual shift operation mode. The pump adopts a new concept and structure, with a compact
structure, beautiful appearance, easy installation and maintenance, long service life of
vulnerable parts, and stable performance.

Horizontal triplex reciprocating single acting plunger pump

Stroke (mm) 80
Cylinder diameter (mm) 85
Flow (L/min) 300
Pressure (MPa) 8

Input speed (r/min) 460
Input power (KW) 48

Dimensions (mm) 1045 X 945 X 1040

Weight (kg) 585
Hydraulic motor model 2-350
Hydraulic motor pressure (MPa) 21
Maximum motor flow (L/min) 177

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXB-300/8 Outline Dimension Drawing
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DXBH-300Y

The DXBH-300Y reciprocating pump is a horizontal triplex single-acting piston pump driven by
a hydraulic motor. It is primarily designed for use with trenchless drilling rigs of around 30 tons,
and can also be applied in grouting, mine dewatering, and long-distance water supply
applications. The pump offers two flow settings and two pressure settings, providing a wide
range of flow and pressure variations to suit different borehole diameters and pullback
operations. The design incorporates new concepts, structures, materials, and processes,
resulting in a compact, lightweight, and aesthetically pleasing unit. The pump body,
crankshaft, connecting rod, crosshead, pump head, and related components are designed with
high series and interchangeability for easy installation and maintenance. It features long
wearing part life and high reliability.

Horizontal triplex reciprocating single acting piston pump

Stroke (mm) 75
Cylinder Diameter (mm) 80
Flow Rate (L/min) 150 300
Pressure (MPa) 8 4
Input Speed (r/min) 1210 2420
Input Power (kW) 23
Dimensions (mm) 917 X769 X805
Weight (kg) 450
Hydraulic Motor Model AVIV-A3-060-£400-D2-C4S8-AVHO-SV-P-/7-060025-0000CP
Hydraulic Motor Pressure (MPa) 20
Max. Motor Flow Rate (L/min) 78

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXBH-300Y Outline Dimension Drawing
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DXB-330/10 (Hydraulic Motor Driven)

The DXB-330/10 reciprocating pump is a horizontal triplex reciprocating single-acting
plunger pump driven by a hydraulic motor. It is mainly used for tunneling rig matching, but can
also be used for other purposes such as grouting, mine drainage, and long-distance water
delivery. This pump can adjust the flow rate remotely by adjusting the flow of the hydraulic
motor, which changes the traditional manual shift operation mode. The pump adopts a new
concept and a new structure. The one-way valve adopts Vaner (with high volumetric efficiency
and low working noise), compact structure, beautiful appearance, easy installation,
maintenance and longer life of vulnerable parts, and stable performance.

Horizontal triplex reciprocating single acting plunger pump

Stroke (mm) 110
Cylinder diameter (mm) 80
Flow (L/min) 330
Pressure (MPa) 10
Input speed (r/min) 682
Input power (KW) 65
Dimensions (mm) 1085 X 980X 900
Weight (kg) 750
Hydraulic motor model XM2-300
Hydraulic motor pressure (MPa) 21.5
Maximum motor flow (L/min) 682

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXB-330/10 Outline Dimension Drawing
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DXBH-400 (Hydraulic Motor Driven)

The DXBH-400 reciprocating pump is a horizontal, triplex reciprocating single-acting
piston pump, driven by a dual-displacement hydraulic motor. It is mainly used in conjunction
with non-excavation drilling machines of about 40 tons, but can also be used for other
purposes such as injection grouting, mine drainage, and long-distance water transfer. The
pump has two flow rates and two pressures, which can be achieved by remotely adjusting the
hydraulic motor flow, thus changing the traditional manual gear-shifting operation mode. The
pump adopts a new concept and structure, with a compact structure, beautiful appearance,
easy installation and maintenance, long service life of vulnerable parts, and stable
performance.

Horizontal triplex reciprocating single acting piston pump
S

troke (mm) 80
Cylinder diameter (mm) 95
Flow (L/min) 400 ~ 200
Pressure (MPa) 4 ~ 8
Input speed (r/min) 980 ~ 490
Input power (KW) 32
Dimensions (mm) 1026 x 906 x 900
Weight (kg) 500
Hydraulic motor model BD1-250~125
Hydraulic motor pressure (MPa) 21
Maximum motor flow (L/min) 125

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXBH-400 Outline Dimension Drawing
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DXB-500 (Hydraulic Motor Driven)

The DXB-500 reciprocating pump is a horizontal triplex reciprocating single-acting plunger
pump driven by a dual-displacement hydraulic motor. It is mainly used in conjunction with
non-excavation drilling machines of around 50 tons, but can also be used for other purposes
such as grouting, mine drainage, and long-distance water delivery. The pump has two flow
rates and two pressures, which can be adjusted remotely by adjusting the hydraulic motor flow
rate, thereby achieving gear shifting operations, changing the traditional manual gear shifting
operation mode. The pump adopts a new concept and new structure, and the one-way valve
adopts a Vernal design (with high volumetric efficiency and low working noise). It has a
compact structure and attractive appearance, and is easy to install and maintain. The service
life of vulnerable parts is longer and performance is stable.

Horizontal triplex reciprocating single acting plunger pump
S

troke (mm) 80
Cylinder diameter (mm) 85
Flow (L/min) 500 250
Pressure (MPa) 35 7
Input speed (r/min) 765 382
Input power (KW) 37
Dimensions (mm) 929 x 948 x 969
Weight (kg) 600
Hydraulic motor model SAI2-350-170
Hydraulic motor pressure (MPa) 20
Maximum motor flow (L/min) 147

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXB-500 Outline Dimension Drawing
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DXB-500/10 (Hydraulic Motor Driven)

The DXB-500/10 reciprocating pump is a horizontal triplex reciprocating single-acting
plunger pump. It is driven by a high-displacement hydraulic motor and mainly used for
matching with tunnel drilling machines. It can also be used for other purposes such as grouting,
mine drainage, and long-distance water delivery. This pump can adjust the flow rate by remote
hydraulic motor flow control, changing the traditional manual shifting operating mode. The
pump adopts new concepts and structures. The one-way valve uses Vanaar (with high
volumetric efficiency and low working noise), with a compact structure, beautiful appearance,
convenient installation and maintenance, long service life of vulnerable parts and stable
performance.

Horizontal triplex reciprocating single acting plunger pump

Stroke (mm) 135
Cylinder diameter (mm) 100
Flow (L/min) 500
Pressure (MPa) 10
Input speed (r/min) 700
Input power (KW) 100
Dimensions (mm) 1178X1023 X 995
Weight (kg) 850
Hydraulic motor model SAT 4-400
Hydraulic motor pressure (MPa) 23
Maximum motor flow (L/min) 300

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXB-500/100utline Dimension Drawing
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DXB-600 (Hydraulic Motor Driven)

The DXB-600 reciprocating pump is a horizontal triplex reciprocating single-acting plunger
pump, driven by a dual displacement hydraulic motor. It is mainly used in conjunction with
non-excavation drilling rigs weighing around 70 tons, and can also be used for other purposes
such as grouting, mine drainage, and long distance water delivery. The pump has two flow
rates and two pressures, and shifting operations are achieved by remote adjustment of the
hydraulic motor flow rate, changing the traditional manual shifting mode. The pump adopts a
new concept and structure; the one-way valve adopts a Vannell design (with high volumetric
efficiency and low working noise), with a compact structure and beautiful appearance, easy
installation and maintenance, long service life for vulnerable parts, and stable performance.

Horizontal triplex reciprocating single acting plunger pump

Stroke (mm) 110
Cylinder diameter (mm) 95
Flow (L/min) 600 300
Pressure (MPa) 4 8
Input speed (r/min) 880 440
Input power (KW) 48
Dimensions (mm) 1085 % 950 X 981
Weight (kg) 710
Hydraulic motor model SAT2-350-170
Hydraulic motor pressure (MPa) 20
Maximum motor flow (L/min) 170

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXB-600 Outline Dimension Drawing
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DXBH-600 (Hydraulic Motor Driven)
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The DXBH-600 reciprocating pump is a horizontal, triplex, single-acting piston pump that
uses a double-displacement hydraulic motor drive. It is mainly used in conjunction with
non-excavation drilling rigs weighing around 50 tons, but can also be used for other purposes
such as injection grouting, mine drainage, and long-distance water delivery. The pump has two
flow rates and two pressures, and the shifting operation is achieved by remotely adjusting the
hydraulic motor flow rate, changing the traditional manual shifting operation mode. This
pump adopts new concepts and new structures; it has a compact structure, beautiful
appearance, easy installation and maintenance, and longer life for vulnerable parts with stable

performance.

Horizontal triplex reciprocating single acting piston pump
S

troke (mm) 110
Cylinder diameter (mm) 100
Flow (L/min) 600 300
Pressure (MPa) 4 8
Input speed (r/min) 928 464
Input power (KW) 48
Dimensions (mm) 1140 x 937 x 880
Weight (kg) 635
Hydraulic motor model 2-350-170
Hydraulic motor pressure (MPa) 21
Maximum motor flow (L/min) 180

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXBH-600 Outline Dimension Drawing
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DXB-800 (Hydraulic Motor Driven)

The DXB-800 reciprocating pump is a horizontal triplex reciprocating single-acting plunger
pump, driven by a dual-displacement hydraulic motor. It is mainly used in conjunction with
non-excavation drilling rigs of about 80 tons, as well as for other purposes such as grouting,
mine drainage, and long-distance water delivery. The pump has two flow rates and two
pressures, which can be achieved by remotely adjusting the hydraulic motor flow to achieve
gear shifting operations, changing the traditional manual gear shifting operation mode. The
pump adopts a new concept and new structure; the one-way valve adopts Vane (high
volumetric efficiency, low working noise), compact structure, beautiful appearance, easy
installation and maintenance, long service life of vulnerable parts, and stable performance.

Horizontal triplex reciprocating single acting plunger pump

Stroke (mm) 135
Cylinder diameter (mm) 105

Flow (L/min) 800 400

Pressure (MPa) 4 8

Input speed (r/min) 1170 585

Input power (KW) 64
Dimensions (mm) 1178 x 1038 x 1022

Weight (kg) 820

Hydraulic motor model SAI2-350-170
Hydraulic motor pressure (MPa) 20
Maximum motor flow (L/min) 220

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXB-800 Outline Dimension Drawin
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DXBH-800 (Hydraulic Motor Driven)

The DXBH-800 reciprocating pump is a horizontal triplex single-acting piston pump that
uses a dual displacement hydraulic motor for driving. It is mainly used in conjunction with
non-excavation drilling machines of around 65 tons, and can also be used for other applications
such as grouting, mine drainage, and long-distance water delivery. The pump has two flow
rates and two pressures, which can be changed by remote adjustment of the hydraulic motor
flow, enabling shift operations and changing the traditional manual shift mode. The pump
employs a new concept and structure, featuring compact design, attractive appearance,
convenient installation and maintenance, long life for vulnerable parts, and stable
performance.

Horizontal triplex reciprocating single acting piston pump
S

troke (mm) 110
Cylinder diameter (mm) 110
Flow (L/min) 800 400
Pressure (MPa) 4 8
Input speed (r/min) 1200 600
Input power (KW) 64
Dimensions (mm) 1240 x 935 x 890
Weight (kg) 730
Hydraulic motor model 2-350-170
Hydraulic motor pressure (MPa) 21
Maximum motor flow (L/min) 230

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXBH-800 Outline Dimension Drawing

890

Motor oil discharge port G *
Add 15L hydraulic oil here

=
Lﬁ Im Y/

Water inlet R4”

Water outlet M48X2

o

ELEPHANT

before use %"
Q)
i d re)
R0 © o
- O ?
U ©
Motor inlet and outlet 2-G1”
Ol inlet B, oil ouflet A
[ !
! ot B
()
- ]
o |9 O
=1 o] B 0
)
© o
Jj [ b
1240

64



ELEPHANT

DXBH-1000Y

The DXBH-1000Y reciprocating pump is a horizontal triplex single-acting piston pump
driven by a dual-displacement hydraulic motor. It is primarily designed for use with 100-ton
trenchless drilling rigs but can also be employed in other applications such as grouting,
mine drainage, and long-distance water delivery.This pump features two flow rates and two
pressure levels, enabling gear shifting operations through remote adjustment of the hy-
draulic motor's flow rate, replacing traditional manual shifting methods. With innovative
design and advanced structure, the pump incorporates high-efficiency poppet valves (offer-
ing high volumetric efficiency and low operational noise). It boasts a compact design, aes-
thetically pleasing appearance, easy installation and maintenance, extended service life for
wear-prone components, and stable performance.

Horizontal triplex reciprocating

Stroke(mm) 140
Cylinder diameter(mm) 115
Pump speed(r/min) 232 116
Flow(L/min) 1000 500
Pressure(Mpa) 4 8
Motor speed(r/min) 4600 3000
Maximum suction height (m) 107 55
Input power(Kw) 80
Inlet connection RC 5" Quick Connect
Outlet connection Mé4 x 2
Dimensions(mm) 1446 x 1012 x 1026
Weight(kg) 1281
Hydraulic motor model L6VM107EZ2/63W-VZB020B-0550
Hydraulic motor rated pressure(Mpa) 35
Maximum motor flow (L/min) 321
The product specifi and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXBH-1000Y Outline Dimension Drawing
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DXBH-1200 Outline Dimension Drawing

DXBH-1200

Outlet external thread
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The DXBH-1200 reciprocating pump is a horizontal triplex single-acting piston
pump driven by a dual-displacement hydraulic motor. Primarily designed for use with - \ | B! |
approximately 150-ton trenchless drilling rigs, it can also serve other applications ~ Base hole center distance \Mounting hole
= \4X ®22
such as grouting, mine drainage, and long-distance water delivery. This pump offers ‘ 1551 M X D22
two flow rates and two pressure settings. By remotely adjusting the hydraulic motor Mojars FoitsAeb
; : spis : i e Oil port direction facing downward
flow, it achieves gear shifting operations, eliminating the need for traditional manual Motarrotation diraction - :
gear changes. Incorporating innovative design concepts and structural improve- for oilinlet I_AIHl '
ments, it features high-efficiency, low-noise Valve check valves. Its compact structure, T e {—Drain ports: 2XG1/2
aesthetically pleasing appearance, and user-friendly installation/maintenance design Rotation R(:tat'on R
ii oilenters portA
ensure extended service life for wear parts and stable performance. when oil  ©f P @
Horizontal triplex reciprocating single acting enters i
Stroke(mm) 150 port B B
Cylinder diameter(mm) 125 g A — lo
Flow(L/min) 1200 600 Y o o
Pressure(Mpa) 4 8 3 | z
Motor speed(r/min) 1075 540 o = E% >
Motor displacemnt(ml/r) 246 493 <| B 7 ) & A8 8
Input power(Kw) 100 ~ g, 7 B35 =
Maximum suction height (m) 25 = — E? )
Inlet connection ®130 7y " %
Outlet connection M64 x 2 o s
Dimensions(mm) 1551 x 1325 x 1067 2 N — 19 i3
Weight(kg) 1596 x i ®
Motor model XHBD4-500/250IDD90 —
Hydraulic motor model 1750/3500
Hydraulic motor rated pressure(Mpa) 25 ) i
Maximum motor flow (L/min) 295 N

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DXBH-1200Y

The DXBH-1200Y reciprocating pump is a horizontal triplex single-acting piston pump driven
by a hydraulic motor. It is primarily designed for use with trenchless drilling rigs of around 150
tons, and can also be applied in grouting, mine dewatering, and long-distance water supply
applications. The pump offers two flow settings and two pressure settings, providing a wide
range of flow and pressure variations to suit different borehole diameters and pullback
operations. The design incorporates new concepts, structures, materials, and processes,
resulting in a compact, lightweight, and aesthetically pleasing unit. The pump body,
crankshaft, connecting rod, crosshead, pump head, and related components are designed with
high series and interchangeability for easy installation and maintenance. It features long
wearing part life and high reliability.

Horizontal triplex reciprocating single acting piston pump

Stroke (mm) 150
Cylinder Diameter (mm) 100
Pump Speed (r/min) 177 142 118
Theoretical Flow Rate (L/min) 627 500 417
Pressure (MPa) 8 10 12
Motor Displacement (ml/r) 71 89 107
Power (kW) 100
Overall Dimensions (mm) 1457 X1150X 1304
Weight (kg) 1685
Motor Model L6VM107MA/63W-VABO10B-0500
Motor Power (kW) 100
Motor Pressure (MPa) 300
Motor Flow Rate (L/min) 228

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.

DXBH-1200Y Outline Dimension Drawing
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DBW-100 (Motor power)
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The DBW-100 reciprocating pump is a horizontal triplex reciprocating single-acting piston

pump, driven by a variable frequency electric motor through a coupling reduction gear. It is
mainly used for conveying flushing fluid to the drill hole during geological core drilling, and can
also be used for other purposes such as grouting, sewage discharge, and long-distance water
delivery. It can be adapted to different diameters of drilling and backhaul. The design
incorporates new concepts, new structures, new materials, and new processes; it has a compact
structure, light weight, small size, and beautiful appearance; it is easy to install and maintain;
and has the characteristics of high output pressure, long service life of wearing parts, and stable
performance.

Horizontal triplex reciprocating single acting piston pump

Al

Stroke (mm) 60
Cylinder diameter (mm) 55
Flow (L/min) 100
Pressure (MPa) 5
Input speed (r/min) 240
Input power (KW) 10
Dimensions (mm) 1237 x 753 x 948
Weight (kg) 350
Motor model RF77YVP160M4
Motor power (KW) 11

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.

DBW-100 Outline Dimension Drawing
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DBW-100Q DBW-100Q Outline Dimension Drawing
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with quick-change coupling F+C
The DBW-100Q reciprocating pump is a horizontal triplex reciprocating single-acting _
piston pump. It is driven by a three-phase asynchronous motor through a gearbox. It is mainly

used to deliver flushing fluid to the drilling hole in geological core drilling, and can also be used [ ]
for other purposes such as grouting, sewage discharge, and long-distance water delivery. It can o
be used for drilling and backhaul of different diameters. In the design, new concepts, new / )
structures, new materials, and new processes are adopted. The structure is compact, light in o [~
weight, small in size, and beautiful in appearance. It is easy to install and maintain with high
output pressure, long service life of vulnerable parts, and stable performance. = o o g
Horizontal triplex reciprocating single acting piston pump | |
Stroke (mm) 48 \ @ 9
Cylinder diameter (mm) 55 = e
Flow (L/min) 100 © o
Pressure (MPa) 5.5/1 @
Input speed (r/min) 295 o o
Input power (KW) 14 1200
Dimensions (mm) 1200 X 615X 540
Weight (kg) 290/310
Motor model Y160-4/B35
Motor power (KW) 11/15

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DBW-100QP DBW-100QP Outline Dimension Drawing

500 |

Outlet: Rc 3/4

Inlet: Rc 1/2

1249

The DBW100QP reciprocating pump is a horizontal triplex single-acting piston pump
driven by a three-phase asynchronous motor. It is primarily designed for use with trenchless
drilling rigs of around 10 tons, and can also be applied in grouting, mine dewatering, and
long-distance water supply applications. The pump is adaptable to different borehole
diameters and pullback operations. The design incorporates new concepts, structures,
materials, and processes, resulting in a compact, lightweight, and aesthetically pleasing unit.
The pump body, crankshaft, connecting rod, crosshead, pump head, and related components
are designed with high series and interchangeability for easy installation and maintenance. It
features long wearing part life and high reliability. L 4

Horizontal triplex reciprocating single acting piston pump @
48

Stroke (mm)

G9.

Cylinder Diameter (mm) 55
Pump Speed (r/min) 295 =
Flow (L/min) 100 ==
Pressure (MPa) 7
Power (KW) 13
Dimensions (mm) 1249X765%552 i
Weight (kg) 370
Motor Model YE3-180L-6

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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DBW-160 (Motor Driven)

The DBW-160 reciprocating pump is a horizontal triplex reciprocating single-acting piston
pump that is powered by electric motor. It is mainly used to convey flushing fluid into the
drilling hole during geological core drilling, and can also be used for other applications such as
grouting, sewage disposal, and long-distance water delivery. The pump has four flow rates and
four pressures, with a wide range of flow rate and pressure variations to accommodate
different borehole drilling and backflushing. In its design, new concepts, new structures, new
materials, and new processes are adopted. The pump is compact in structure, light in weight,
small in size, and aesthetically pleasing. It is easy to install and maintain and features high
output pressure, long service life of wearing parts, and stable performance.

Horizontal triplex reciprocating single acting piston pump

Stroke (mm) 70
Cylinder diameter (mm) 70
Flow (L/min) 160 107 67 44
Pressure (MPa) 2.7 4 6.5 10
Input speed (r/min) 540
Input power (kW) 9
Dimensions (mm) 1500 X 825 X 960
Weight (kg) 508
Motor model YE3-160M-4
Motor Power (kW) 11

The product specifications and images provided may change due to design improvements and upgrades. Please feel free to inquire for more information.
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